
37 000 000 SET FOR FINAL INSTALLATION FOR URINAL
PRODUCT DESCRIPTION

• concealed installation or external installation

• CE approved

• radar detector

• control unit

• operating voltage 230 V AC, 50 Hz, 33.5 VA

• adjustable flow time from 1 - 9 sec

• control lamps

• solenoid valve ½"

• dirt strainer

• without roughing-in set radar electronic or roughing-in set radar external

• without tiling set
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37 000 000 SET FOR FINAL INSTALLATION FOR URINAL
SPARE PARTS, January 1995 – spareParts.validDate.now

1: Control unit (Order-nr. 43667000)

1.1: Insert card (Order-nr. 43865000)

1.2: Transmission cable (Order-nr. 43677000)

1.3: Cable for Solenoid valve (Order-nr. 43621000)

2: Solenoid valve (Order-nr. 43828000)

2.1: Membrane (Order-nr. 43809000)

2.2: Dirt Strainer (Order-nr. 4365500M)

3: Stop valve (Order-nr. 43595000)

4: Screw union (Order-nr. 43263000)

5: Box F.Concealed Wall Inst. (Order-nr. 42844000)

6: Radar control unit (Order-nr. 43954000)

7: Repl. kit f. seal (Order-nr. 43721000)*

* Optional accessories
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